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Silicone Sealed Module

26.3V, 50x50mm, 14.2Amp

Features
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ROHS & REACH Compliant
Precise temperature control
Solid-state reliability

Warm Side Cold Side

L +20

Applications

Automotive, Industrial,
Telecommunications, Medical, Aerospace

- Input [Black) + lnput (Red)

Parameters Remarks

Internal resistance 1.4Q + 10% * Note-1 Measured by AC
4-terminal method at 25°C
Imax [A] 14.2 Note-2 *  Note-2 Maximum current
Vmax \2 26.3 Note-3 at ATmax.
*  Note-3 Maximum voltage
A [mm] 50 at ATmax.
*  Note-4 The solder melting
B [mm] 50 point of thermoelectric
H [mm] 3.5 module
*  Note-5 Recommended
L [mm] 100 maximum compression (not
Wire AWG 18/ UL1430 destruction limit)(Maximum
. . - parameters are measured in
Solder melting point 138°C Note-4 avacuum 1.3P)
Maximum. compress. 98 N/cm2 (10 kgf/cm2) * Mote-6 Maximurn cooling

Operating Point

Th=27°C Th=50°C

237.6 W 254 W Note-6

74 K 75K Note-7

capacity at Imax.,Vmax. and
AT=0°C.

*  Note-7 Maximum
temperature difference at
Imax., Vmax. and Q=0W.

Adaptive is a registered trademark of European Thermodynamics Limited.

Web: www.etdyn.com | Tel: +44(0)116 279 6899
E-mail: info@etdyn.com

Version | - 2025 - Page |



TECI-19913L-S

w)

Heat removed (

Input Voltage (V)

—@—=14.20A
——1=11.00 A

1=9.00 A
—>—1=7.00 A
e | = 5.00 A

—@—1=3.00A

Temperature difference (°C)

* —m—1-14.20A
25 —&o—1=11.00 A
M 1=9.00A
) M ——1=7.00A
——1=5.00A

——1-3.00A

s Lo
SW

0
0 20 40 60 80

Temperature difference (°C)

Heat removed (W)

Input Voltage (V)

300
—#—1=1420A

250 ——1=11.00A

1=9.00 A
200 —>—1=7.00A
—+—1=5.00A

—@&—|=3.00A

0 20 40 60 80
Temperature difference (°C)

30
2 M
20 M

15 —+—1=5.00A

——1=1420A

—4—1=11.00 A
1=9.00 A

——[=7.00A

—e—1=3.00A

0 20 40 60 80
Temperature difference (°C)

*Note - Waste heat = Heat out of hot side

----- Max COP
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o News

Do not overheat.

|. Recommended operating temperature:
2. Maximum operating temperature: 90 °C
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